
Request form for a wind load calculation from DEHN SE

Request form

DEHN Form No. 2225/EN/0124

Only one wind load calculation can be requested per form.

Wind speed data according to the German standard:

Wind zone: Terrain type: Height above 
ground level: m

(Highest clamping point 
or level at which the 
tripod/stand is set up)

Data for the locations Austria, Switzerland and Italy can be stated based on the relevant national annex. 
For other locations, the gust wind speed should be specified. 

Gust wind speed:	 km/h

Description and drawing of the set-up:
Supporting tube/ 
Air-termination rod:

Part no. Drawing/Notes:

Air-termination tip/
Air-termination rod:
(if not already included)

Part no. 

Tripod/stand: 
(if existent)

Part no. 

Free length: m (from the tip to the uppermost holder,
only applies if mounted on the wall)

Quantity of HVI 
Conductors installed 
inside:
Quantity of HVI 
Conductors installed 
outside:

Diameter of  
HVI Conductor(s):

 [20 mm]	 HVI light grey 
Standard HVI Conductor / long black

 [21 mm]	 HVI light plus
 [23 mm]	 Standard HVI Conductor / long grey
 [27 mm]	 HVI power black

Spanning cable:  yes	  no

In case of spanning cables, please mark the appropriate arrangement(s) and state distances/lengths.

    

Client: Date:

Company: Name:

Phone: Mail:

Our Technical Support team will be happy to help you with any questions: itss@dehn.de 

Please send the completed form by e-mail to: itss@dehn.de 
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